
PREFINISHED STOREFRONT WINDOW SYSTEM

BACKER ROD AND SEALANT, BOTH SIDES OF
FRAME

GALVANIZED METAL STUD HEADER
AND TRACK, SEE STRUCTURAL

FILL CAVITY WITH UNFACED
FIBERGLASS BATT INSULATION OR

SPRAY FOAM AS REQUIRED TO
MAINTAIN R-VALUE

CAULK JOINT

1/2"

3/4"

PREFINISHED METAL SILL FLASHING - SLOPE TO DRAIN.
TURN UP INSIDE FRAME AND SIDES OF FRAME & SEAL
INSIDE CORNERS. SET IN CONTINUOUS SEALANT BED

BACKER ROD AND SEALANT, BOTH SIDES
OF FRAME

SOLID SURFACE SILL W/ EASED EDGE
SELF-ADHERED MEMBRANE FLASHING OVER
PT BLOCKING

CAULK

GALVANIZED METAL STUD HEADER
AND TRACK, SEE STRUCTURAL.

FILL CAVITY WITH UNFACED FIBERGLASS
BATT INSULATION OR SPRAY FOAM AS

REQUIRED TO MAINTAIN R-VALUE

3
/
4
"

GALVANIZED METAL STUD  JAMB,
SEE STRUCTURAL

BACKER ROD AND SEALANT, BOTH SIDES
OF FRAME

EXTERIOR WALL TYPE EMTL-001

PREFINISHED STOREFRONT
WINDOW SYSTEM w/ SHIM AS
REQUIRED

3
/
4
"

PREFINISHED STOREFRONT WINDOW SYSTEM

BACKER ROD AND SEALANT

2
 
1
/
2
"

5"

P.T. WOOD SHIM

PREFINISHED METAL SILL FLASHING, TURN UP
BEHIND FRAME AND SIDES OF FRAME & SEAL INSIDE
CORNERS, SET IN CONTINUOUS SEALANT BED

FIBER CEMENT PANELS BEYOND

EDGE OF CONCRETE SLAB, PAINTED TO
MATCH SIDING

APPROX. LINE OF GRADE

STEEL EMBEDED PLATE, SIZE TO BE
DETERMINED BY WINDOW/DOOR
MANUFACTURER TO MEET AT/FP

CRITERIA FOR ANCHORAGE OF FRAME
TO SLAB

ADJUSTABLE 2" HOLLOW METAL FRAME
WITH LEAD SHIELDING - 2" ON LEAD
LINED SIDE, 1 3/8" ON CONTROL ROOM
SIDE, ATTACH PER MANUFACTURERS
RECOMMENDATIONS, GROUT SOLID

GLAZING STRIPS

PROVIDE 4" GALVANIZED
METAL STUD HEADER

ACROSS OPENING

LEAD LINED GLASS

LEAD LINED 5/8" GYPSUM
WALL BOARD PANELS,
EXTEND LEAD INTO FRAME

2
 
1
/
2
"

2
"

SEALANT, BOTH SIDES

5/8" GYPSUM WALLBOARD

CONTROL ROOM SIDE LEAD LINED SIDE

SEALANT , BOTH SIDES

ALUMINUM HORIZONTAL SLIDING GLASS
RECEPTION WINDOW (BASIS OF DESIGN -
ALL GLASS SYSTEMS, LTS. HORIZONTAL
SLIDING HATCH, 6MM, 2 PANEL OR EQUAL)

1X WOOD BLOCKING

3 5/8" GALVANIZED METAL
STUDS WITH 5/8" GYPSUM
WALLBOARD ON EACH SIDE

2 5/8"

2
"

1X WOOD BLOCKING

1/8" CHAMFER
TYP., BOTH SIDES

1'-8"

2
"

1'-0 1/2"

SOLID SURFACE, SEE
FINISH SCHEDULE

GALVANIZED METAL STUD
WALL FRAMING WITH

GYPSUM WALL BOARD,
SEE FLOOR PLAN

SEALANT , BOTH SIDES

ALUMINUM HORIZONTAL SLIDING
GLASS RECEPTION WINDOW
RECESSED IN COUNTERTOPSPACE
(BASIS OF DESIGN - ALL GLASS
SYSTEMS, LTS. HORIZONTAL SLIDING
HATCH, 6MM, 2 PANEL OR EQUAL)

2X WOOD BLOCKING

1X WOOD BLOCKING

3/4" PLASTIC
LAMINATE BRACE

3/4" CONTINUOUS PLYWOOD
CLEAT WITH PLASTIC LAMINATE

 3" = 1'-0"

AS604

1 S.F. HEAD DETAIL

 3" = 1'-0"

AS604

2 S.F. SILL DETAIL

 3" = 1'-0"

AS604

3 S.F. JAMB DETAIL

 3" = 1'-0"

AS604

4 S.F. HEAD DETAIL (AT STEEL TUBE)

 3" = 1'-0"

AS604

5 S.F. JAMB DETAIL (AT STEEL TUBE - NO WALL RETURN)

 3" = 1'-0"

AS604

6 REGULAR S.F. SILL DETAIL

 3" = 1'-0"

AS604

9 LEAD LINED WINDOW HEAD DETAIL

(JAMB AND SILL SIMILAR)

 3" = 1'-0"

AS604

7 LAB PASS THRU WINDOW HEAD

 3" = 1'-0"

AS604

8 LAB PASS THRU WINDOW SILL

WALL TYPE EMTL-001

PT WOOD BLOCKING

PREFINISHED DRIP FLASHING

5

4

 x 3 

1

2

" FIBER CEMENT TRIM

SELF-ADHERING SHEET WATERPROOFING.  EXTEND
FROM INSIDE OPENING OVER WOOD BLOCKING AND
OVER FLUID WATERPROOFING 2"

WALL TYPE EMTL-001

PT WOOD BLOCKING

PREFINISHED DRIP FLASHING

5

4

 x 3 

1

2

" FIBER CEMENT TRIM

BACKER ROD AND SEALANT, BOTH SIDES OF
FRAME

PREFINISHED STOREFRONT WINDOW SYSTEM

5

4

 x 3 

1

2

" FIBER CEMENT TRIM

EXTERIOR WALL TYPE EMTL-001

SELF-ADHERING SHEET WATERPROOFING.  EXTEND
FROM INSIDE OPENING OVER WOOD BLOCKING AND
OVER FLUID WATERPROOFING 2"

5
/
8
"

SELF-ADHERING SHEET WATERPROOFING.
EXTEND FROM INSIDE OPENING OVER

WOOD BLOCKING AND OVER FLUID
WATERPROOFING 2"

Z FURRING @ EDGE OF PANEL.  HOLD BACK
TO AVOID PANEL ANCHORS PENETRATING

SHEET WATERPROOFING

SEALANT JOINT AT ALL PANEL EDGES AND
JOINTS

SELF-ADHERING SHEET WATERPROOFING.  EXTEND
FROM INSIDE OPENING OVER WOOD BLOCKING AND
OVER FLUID WATERPROOFING 2"

STEEL TUBE HEADER, SEE
STRUCTURAL

FILL CAVITY WITH UNFACED FIBERGLASS
BATT INSULATION AS REQUIRED TO

MAINTAIN R-VALUE

STEEL TUBE, SEE STRUCTURAL

PREFINISHED STOREFRONT WINDOW
SYSTEM w/ PT SHIM AS REQUIRED

CONTINUOUS SEALANT

PREFINISHED STOREFRONT WINDOW SYSTEM w/
SHIM AS REQUIRED

SELF-ADHERING SHEET WATERPROOFING.
EXTEND FROM INSIDE OPENING OVER WOOD

BLOCKING AND OVER FLUID
WATERPROOFING 2"

5/8"

BACKER ROD AND SEALANT BOTH

SIDES OF FRAME

5

4

 x 3 

1

2

" FIBER CEMENT TRIM
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SCALE: 3" = 1'-0"
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